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power lines

Enhanced Convenience

@ Safe and simple
AC load current measurement by optional CLAMP-ON PROBE

afety Measures

@ Dust-proof and Wé}e/r—proof construction (IP54)
@ Polarized terminal design prevents incorrect insertion of test leads

@ Internal current-limiting resistor and fuse protect
against operating errors and catastrophic failures

HIOKI

0.44 A/1000 V Fuse
(shut-off capacity 10 kA) 9010, 9018
In addition to internal l (Current limiting resistor
. X . (59
ci rcumy_ to protect aga|_nst + O~ AN 125550
connection errors during % Tester A s
use, the current-limiting ___ & circuit i
. o—
resistor and fast-blow fuse L‘,L‘ A
protect against short-circuit conditions in the unlikely event of Set the clamp range to match

the range of the 3255-50

catastrophic failure of the tester circuit: short-circuit current is

limited until interruption by the fuse, rated for up to 10 kA. @ Option

CLAMP ON PROBE

*|f voltage is gpplied to the test leads while in the resistance measurement mode, as
long as it is within the measurement category (CAT Il 600 V, or CAT Il 1000 V),
protective components in the tester circuitry prevent the fuse from opening.
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AC 10/20/50/100/200/500 A

M 3255-50 specifications (Accuracy a 23°C#5°C (73F£9°F), 80% rh or less)

R ange

Accuracy(45 - 66 Hz) +3%f.s. +1.5%rdg. £0.1%f.s.
Range Accuracy Notes |Overload Frequency characteristic 40Hzto 1kHz: 16 % 40Hzto 3kHz: 1%
DC AC 501z to 500HZ protection Output voltage ACO02Vfs
g 420.0 mV +10%rdg. | £20%rdg. | 8 Ao 10 MQ < Maxratedvoltagetoealnh 600 V rms (insulated conductor)
S +4dgt. +4.dgt. £ a g Meas. conductor dia. ¢ 46 mm, 50 x 20 mm busbar
T; ,,4'200 v [ N . 3  Awex11 M = Dimensions and mass 7AW x 184H x 37D mm, 420 g(9010), 410 g(9018)
O | 42.00 V [£05%rdg+4dgt|+11%dg+ ddgt| E % L ead length approx. 3 m
Q| =
~ 4200 V| 1079 rdg. |+15%rdg. | 3w l0MQ g - -
2 1000 Vv +4 dgt. +4dgt. E E= ® AC Measurement: average value ® Ancillary functions:
= = : o 5 automatic and manual range, data hold, auto power save, batter
glw000 A|] &€ g 2 ! . a reng P y
5 | 5 g Mainunit : £ 2 life warning @ Display: 4199 max. (1099 for 1000 V range) @
512000 A| § e Accuracy | EQ : : : .
= | i = g - 0 Sampling rate: 2.5 samples/sec ® Applicable standards:
3 g 2 $20%rdg. 2 < O
gl 50.0 A £ t4dg. |8 I < Safety - EN61010 CAT Il 600V, CAT Il 1000 V, EMC -
S 1000 A E, é (50Hz to 500Hz) dg’- Ao 1O MQ ,; g EN61326, Dust-proof and water-proof structure - EN60529 P54
§ 2000 A § S Addtheaccuray |5 g g @ Ambient temperature / humidity: 0 to 40°C (32°F to 104°F) 80%
3 50 A 25 Ofdampsnsr | B = < rh (no condensation) @ Storage temperature/ humidity range: -20
o clu. ... | 2 g t0 40°C (-4°F to 104°F) 80% rh / 40 to 60°C (104°F to 140°F) 70% rh(no
< 1000 A - E g condensation) @ Power source: RO3 manganese batteryX2 or
4200 O +10%rdg +8dgt. |2 34Vmax.| g 3 LRO3 alkaline battery X2 @ Continuous operation: In DC
§ 4200 kQ|  +0.7 %rdg. +4 dgt. 2 0.7V S o voltage approx. 200 hours (with manganese batteries), approx. 500
814200 kO £ 2 o hours or more (with alkaline batteries) @ Dimensions and Mass:
g ~420 0 KO + 1.0 %rdg. +4 dgt. 5 § 8 Approx. 70 W X145 H X 31 D mm, approx. 210g (Approx 2.8 W X
B S 3 {05V 3 5.8"H X1.3" D, 7.5 oz.)(including batteries) .
4200 MQ| +2.0%rdg. 4 dgt. 5 > S—
B AR SRR < C
4200 MQ|  +£50%rdg. t4dgt. |& E
c A . A built-in buzzer sounds when the resistance (Open-circut terminal votage| =
ontinuity |vaueislessthan45Q+35Q 3.4Vmax c cord length 70 cm
(42000Q) & (1.0 %rdg. £8 dgt.) - : g
. Judgmaqt Open terminal S Pl
Diode -t (0.15V 10 2.00V) 3.4V/850 pA max. et
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Includes 9207-10 TEST LEAD and 9371 CARRYING CASE
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HEAD OFFICE :
81 Koizumi, Ueda,

Nagano, 386-1192, Japan

TEL +81-268-28-0562 / FAX +81-268-28-0568
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HIOKI USA CORPORATION :
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Cranbury, NJ 08512 USA
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Shanghai, 200021, P.R.China

TEL +86-21-6391-0090, 0092
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E-mail: info@hioki.cn
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All information correct as of Oct 3, 2003. All specifications are subject to change without notice.
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