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No hassle 
warranty
No waiting. 

No shipping  
charges.

Our commitment to 
high-quality products 
and customer service 
is demonstrated by 
our industry exclusive  
“No Hassle” warranty.  
In the unlikely event 
that an Amprobe Test 
Tool requires warranty 
service, any of our 
local dealers are 
authorized to replace 
it, on the spot.

(note: $500 MSLP limit)

Amprobe® Test Tools Europe
In den Engematten 14
79286 Glottertal, Germany
Tel.: +49 (0) 7684 8009 - 0

Amprobe® Test Tools
website: www.Amprobe.com 
email: info@amprobe.com 
Everett, WA 98203 
Tel: 877-AMPROBE

TM-SWA
RS232 Software 
and Cable

For use with model TMD90A Digital Thermometer 
and model TMA10A Anemometer

Real time data acquisition of measurements ■

Record two channels simultaneously  ■

- T1 and T1 with TMD90A 
- Air Flow and Temperature with TMA10A

Log up to 16,000 measurement readings ■

Real time date and time stamps ■

Programmable sample interval from 1 sec to 3,600 sec ■

User defined Maximum and Minimum alarm settings ■

Store results for further analysis, data reporting, or  ■

charting

Save a file, retrieve a file, print a file ■

Histogram chart capability ■

Maximum, minimum, mean, standard deviation   ■

calculated automatically

Included:
CD-ROM, RS232 cable with D-sub connector, user’s manual

Installation/Hardware Requirements:
Windows 95/98/NT/2000//ME/XP operating systems with a  
COM1 or COM2 serial port.
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