
Customized outdoor cabinet available to increase protection class to IP54.

and over temperature.

APS Series
Solid State Power Conditioner       

and stable voltage.
1kVA~300kVA

Output Power

Product Features
Applications

Home Appliance

Industrial Power Supply

IT / SMT Production Line

Medical Industry

Transportation

Communication Industry

Product 
Info.

QR Code
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SPECIFICATIONS

APS Series Single-Phase Output (1kVA - 15kVA)

Model APS-11001 APS-11002 APS-11003 APS-11005 APS-11007 APS-11010 APS-11015

Capacity 1kVA 2kVA 3kVA 5kVA 7.5kVA 10kVA 15kVA

AC INPUT

Phase

Voltage*1 220V

Voltage Range ±18%

Frequency

Power Factor

AC OUTPUT

Phase

Voltage*2

Frequency

Power Factor

METER & INDICATOR

Voltage Meter Yes

Current Meter - Yes

LED Indicator

PROTECTION

Over Range

Over Load Circuit Breaker

Over/Under Voltage

Auto Bypass

Noise Filter

GENERAL

 2%.

Line Regulation ±2%

Load Regulation ±2%

Total Harmonic 
Distortion(THD)

Audible Noise (1 meter)  45 dB 50 dB

Cooling System  Natural cooling Fan cooling

Connections Socket or Terminal Terminal

ENVIRONMENT

Opertional Temperature

Humidity

Dimension(H x W x D)
220 x 120 x 360mm 310 x 170 x 400mm 380 x 200 x 550mm

Weight 
10kg 15kg 20kg 25kg 35kg 40kg 45kg

22.04Ibs 33.06Ibs 44.09Ibs 55.11Ibs 77.16Ibs 88.18Ibs 99.2Ibs
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SPECIFICATIONS

APS Series Single-Phase Output (20kVA - 100kVA)

Model APS-11020 APS-11030 APS-11040 APS-11050 APS-11060 APS-11080 APS-11100

Capacity 20kVA 30kVA 40kVA 50kVA 60kVA 80kVA 100kVA

AC INPUT

Phase

Voltage*1 220V *1

Voltage Range

Frequency

Power Factor

AC OUTPUT

Phase

Voltage*2 *1

Frequency

Power Factor

METER & INDICATOR

Voltage Meter Yes

Current Meter Yes

LED Indicator

PROTECTION

Over Range Alarm

Over Load

Over/Under Voltage

Auto Bypass

Noise Filter

GENERAL

2% under no load 

Line Regulation ±2%

Load Regulation ±2%

Total Harmonic 
Distortion(THD)

Audible Noise (1 meter) 50 dB  55 dB

Cooling System Fan cooling

Connections Terminal Busbar

ENVIRONMENT

Opertional Temperature

Humidity

Dimension(H x W x D)
605 x 330 x 550mm 860 x 450 x 800mm 960 x 600 x 900mm

Weight
75kg 120kg 230kg 270kg 350kg 390kg 430kg

165.34Ibs 264.55Ibs 507.06Ibs 595.24Ibs 771.61Ibs 859.80Ibs 947.98Ibs
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SPECIFICATIONS

APS Series Three-Phase Output ( 10kVA-100kVA )

Model APS-33010 APS-33015 APS-33022 APS-33030 APS-33045 APS-33060 APS-33075 APS-33100

Capacity 10kVA 15kVA 22kVA 30kVA 45kVA 60kVA 75kVA 100kVA

AC INPUT

Phase

Voltage*1

Voltage Range ±18 % 

Frequency

Power Factor

AC OUTPUT

Phase

Voltage*2

Frequency

Power Factor

METER & INDICATOR

Voltage Meter

Current Meter

LED Indicator

PROTECTION

Over Range

Over Load Circuit Breaker

Over/Under Voltage

Auto Bypass

R.S.T. Phase Failure

Noise Filter

GENERAL

2% under no load 

Line Regulation ±2%

Load Regulation ±2%

Total Harmonic 
Distortion(THD)

Audible Noise (1 meter)  50 dB  55 dB

Cooling System Natural cooling Fan cooling

Connections Terminal

ENVIRONMENT

Opertional Temperature

Humidity

Dimension(H x W x D)
770 x 355 x 650mm 860 x 450 x 800mm

Weight
80kg 85kg 100kg 150kg 190kg 230kg 270kg 360kg

176.3Ibs 187.3Ibs 220.4Ibs 330.6Ibs 418.8Ibs 507Ibs 595.2Ibs 792Ibs



SPECIFICATIONS

APS Series Three-Phase Output ( 120kVA-300kVA )

Model APS-33120 APS-33150 APS-33180 APS-33240 APS-33300

Capacity 120kVA 150kVA 180kVA 240kVA 300kVA

AC INPUT

Phase

Voltage*1

Voltage Range  ±18 %

Frequency

Power Factor

AC OUTPUT

Phase

Voltage*2

Frequency

Power Factor

METER & INDICATOR

Voltage Meter

Current Meter

PROTECTION

Over Range

Over Load

Over/Under Voltage

Auto Bypass

R.S.T. Phase Failure

Noise Filter

GENERAL

2% under no load 

Line Regulation ±2%

Load Regulation ±2%

Total Harmonic 
Distortion(THD)

Audible Noise (1 meter)  58 dB

Cooling System Fan cooling

Connections Terminal Busbar

ENVIRONMENT

Opertional Temperature

Humidity

Dimension(H x W x D)
1500 x 600 x 1200mm 1700 x 800 x 1200mm

Weight
550kg 630kg 660kg 700kg 750kg

1210Ibs 1386Ibs 1452Ibs 1540Ibs 1650Ibs
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SPECIFICATIONS

APS Series Single-Phase Output (1kVA - 100kVA)

Model Number Discription
APS-11001

APS-11002

APS-11003

APS-11005

APS-11007

APS-11010

APS-11015

APS-11020

APS-11030

APS-11040

APS-11050

APS-11060

APS-11080

APS-11100

APS Series Three-Phase Output (10kVA - 300kVA)

Model Number Discription
APS-33010

APS-33015

APS-33022

APS-33030

APS-33045

APS-33060

APS-33075

APS-33100

APS-33120

APS-33150

APS-33180

APS-33240

APS-33300
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