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Model 2477 
Miniature Banana Jack To 
Standard Banana Plug Adapter 

 
 

 
FEATURES: 

• Permits miniature banana plug to be used with equipment having standard banana jacks. 
• Cross stacking banana plug. 

 
MATERIALS: 
Upper Conn.:  
Miniature Banana Jack 
 Body: Brass per QQ-B-626, Alloy 360,  
                  ½ Hard. 
 Finish: Nickel plate per QQ-N-290 Class 2          
                (.0002/.0003) 
 Insulation: ABS molded to miniature banana          
                   jack and banana plug body. 
 Color: See Ordering Information. 
 Marking: “POMONA ELECTRONICS CALIF.  
                     2477”. 
Lower Conn.: 
Standard Banana Plug: 

 Spring: Beryllium Copper per QQ-C-533,            
        Berylco 25, Cond. H.T. 
Plug body: Brass per QQ-B-626, Alloy 360, 1/2/Hard. 
Finish: Nickel plate per QQ-N-290 Class 2 
(.0002/.0003). 
 
RATINGS: 
Operation Temperature: +50°C. (+122°F.) 
Operating Voltage: 2500 VRMS 
Current: 5 Amperes Cont. 
 
ORDERING INFORMATION:  Model 2477-* 
*=Color, -0 Black, -2 Red 
Ordering Example: 2477-2 Adapter color is Red 

 
 

Distribuido Por:
www.finaltest.com.mx
Calle del Ebano #16625
Tijuana B.C. Mexico
Tel. (664)681-1130
Tel. 01800 027-4848
ventas@final-test.net




