
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 

Botron High Quality battery operated (9V)  Combo Tester B8211 test wrist straps and footwear. This unit test both US & European standards. A slid switch on top of tester 
selects either 10megohm for wrist straps and 100megohms for footwear.  A large touch plate for quick testing. Easy to see  LED’s   Low, OK and Hi. Audible signal will sound if 
bad. Also test ack  hole.  Has a test range from 750k-100megohms.  You may order this unit with our test station B82450  You may also 
order it with a l statements of technical information are believed to be true and are based upon tests we believe to be reliable. The proper use 
and applicatio ility of the user. The statements herein shall have no force or effect. 
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ail • 9 volt battery operated 

• LED lights 
• Wrist Straps >750k-10megohm 
• Heel Grounders  >750k-10megohm 
• Footwear >750k-105megohm 
• Audible signal  
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coil cords with front mounted banana j
 foot plate see below.   Disclaimer.  Al
n for this product must be the responsib
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PRODUCTS: 
 Low cost wrist strap Tester 

  Touch plate wrist tester 
  Combo testers & stand 
  Combo tester & plates 
  Dual tester & stand 
  Wrist Calibration unit 
  Combo Calibration unit 
  Wall test station 
  Deluxe dual test station 
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Insert 9v battery into compartment and pl na jack from wrist strap into back from banana hole and pu
just coil cords, unplug coil cord from stra banana end into jack in back of unit with snap end in hand
pressing down. If unit you are testing is g en LED will come on. If you use for testing heel straps or f
or the test station. 

OPERATION: 

on 

Banana jack plug
 COMBO  TESTER 

RELATED TEST EQUIPMENT: 
B8571   Digital / Analog Megger 
B8563  Analog Megger meter 
B8530  Constant monitor 
B9202   Constant monitor 
BSRM-10 10 light surface meter 
BSRM-6 6 light surface meter. 

S8211 

Checks all standard wrist straps and bands 
3.5”x6.25”x1.25” 
LED lights (3) 
Low battery Indicator 
Can be wall mounted 
Can be ordered as a test station 
Banana jack hole 

sh down on touch plate.  To test 
 touch coil head to touch plate 
ootwear you will need test plates 
   

FINAL TEST
Calle del Ebano #16625
Jardines de Chapultepec
Tijuana B.C. Mexico
Tel. (664) 681 1130
Fax. (664) 681 1150
Tel. 01800 027-4848
www.finaltest.com.mx
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