
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
 

Botron High Quality best built Tester Station B82450, is a solid welded steel test frame and ¼”  x 15” x 18” aluminum floor plate for stand only, makes this test station the strongest 
on the market today. The test station is 36” high and a powder coated finish for long lasting durability. Unlike wood & metal stand this unit will not come loose and will withstand the 
rigors of todays o meter B8211 has 3 LED’s light s, Low, Ok and Hi and an audible signal when it fails. Low battery light, front banana jack for 
testing wrist stra  with (4) snap and no wires are needed. The B82450 will test wrist straps, heel straps and coil cords up to10meg and when switch 
to footwear it w imer. All statements of technical information are believed to be true and are based upon tests we believe to be reliable. The 
proper use and a e responsibility of the user. The statements herein shall have no force or effect. 

BOTRO
325 W. MEL
PHOENIX A
PH# 623-58

Testing:  Wrist straps, & Heel grounds 705k-10.5megohm 
Testing:  Footwear    705k-105megohm 
Battery:  9volt 
LED’s:  Low, High  & Pass 
Alarm:  Internal buzzer 
Size:  Stand  36” high,  
Size Plate: 15”x18” w/stand, Without stand 7.5” x 14” 
Low battery: Light 
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N CO. INC. 
INDA LN 
Z 85027 

2-6700FAX# 623-582-6776    

Test Range 800K – 100megohm  switchable 
Mounting: Free standing 
Constriction: Solid steel welded 
 

COMBO TEST STATION  

RODUCTS: 
Touch plate wrist strap Tester 
Combo tester, wrist & heel (tester only) 
Combo test and plate (plate 7.5”x14”) 
Combo tester plate (only) call for size 
Dual tester & stand 
Wrist Calibration unit 
Combo Calibration unit 
Wall test station 
Deluxe dual test station 

RELATED TEST EQUIPMENT: 
B8571   Digital / Analog Megger 
B8563  Analog Megger meter 
B8530  Constant monitor 
B9202   Constant monitor 
BSRM-10 10 light surface meter 
BSRM-6 6 light surface meter. 

S82450 

Bolt aluminum plate on to stand with (6) machine screws and nuts.  
Insert 9v battery into compartment on back.  
Snap B8211 on to test station stand 
Plug coil cord into banana jack, press touch plate 
With heel grounders on, step on to plate and press touch plate 

OPERATION: 
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FINAL TEST
Calle del Ebano #16625
Jardines de Chapultepec
Tijuana B.C. Mexico
Tel. (664) 681 1130
Fax. (664) 681 1150
Tel. 01800 027-4848
www.finaltest.com.mx




